
EXTERIOR SIDE
OF PANEL

3"TH, WALL
PANEL

#12-14, PHILLIPS PAN HEAD
SELF DRILLING SCREW,
1 EVERY 24" O.C. &
1 PER BINDER POST

INTERIOR SIDE
OF PANEL

1/4"x1 1#2" NYLON ANCHOR
EVERY 18" O.C.

EXTRUDED ALUMINUM
INTERIOR BASE CHANNEL

INTERIOR BASE CHANNEL
TO CONCRETE ATTACHMENT

EXTRUDED ALUMINUM
INT. TOP CHANNEL

EXTERIOR SIDE
OF BUILDING

NEOPRENE TAPE

INTERIOR SIDE
OF BUILDING

3" TH
WALL PANEL

INTERIOR TOP CHANNEL ATTACHMENT

#12-14, PHILLIPS PAN HEAD
SELF DRILLING SCREW,
1 EVERY 24" O.C. & 1 PER
BINDER POST

EXTERIOR SIDE
OF BUILDING

INTERIOR SIDE
OF BUILDING3"TH WALL PANEL

CORNER COVER ATTACHMENT

3"TH WALL PANEL

#12-14, PHILLIPS PAN HEAD
SELF DRILLING SCREW,

1 EVERY 12" O.C.

#12-14, PHILLIPS PAN HEAD
SELF DRILLING SCREW,
1 EVERY 24" O.C.

2 PIECE
CORNER COVER

EXTERIOR SIDE
OF BUILDING

INTERIOR SIDE
OF BUILDING

EXTERIOR SIDE
OF BUILDING

INTERIOR SIDE
OF BUILDING

3"TH WALL PANEL 3"TH WALL PANEL

SNAP-IN COVERL

HAT CHANNEL WIRE CHASE

#12-14, PHILLIPS PAN HEAD
SELF DRILLING SCREW,
1 EVERY 18" O.C.
(ALWAYS SCREW FROM INTERIOR SIDE)

BINDER POST ATTACHMENT

INTERIOR SECTION OF CORNER COVER
IS TO BE INSTALLED INSIDE THE
BASE CHANNEL AND THE TOP CHANNEL

EXTERIOR SECTION OF CORNER COVER
IS TO BE INSTALLED OUTSIDE THE
BASE CHANNEL AND THE TOP CHANNEL

THE HAT CHANNEL WIRE CHASE IS TO BE
INSTALLED INTO THE BASE CHANNEL AND
THE TOP CHANNEL. BOTH THE BASE CHANNEL 
AND TOP CHANNEL MAY NEED TO BE SPREAD
SLIGHTLY TO ALLOW FOR THE WIRE TO FIT

MAKE CERTAIN TO ATTACH THE BASE & TOP
CHANNELS TO THE WIRE CHASE WITH THE
SELF DRILLING SCREWS SUPPLIED WITH
.THIS PRODUCT

THE SANP-IN COVER IS TO BE INSTALLED
DIRECTLY ON TOP OF THE BASE CHANNEL
AND DIRECTLY UNDER THE TOP CHANNEL

EXTERIOR SIDE
OF BUILDING

NON-LOADBEARING B-DECK TO TOP CHANNEL ROOF SYSTEM

EXTRUDED ALUMINUM
INT. TOP CHANNEL

INTERIOR SIDE
OF BUILDING

3" TH
WALL PANEL

NEOPRENE
 TAPE

22 GAUGE 
STEEL B-DECK

#12-14, PHILLIPS PAN HEAD
SELF DRILLING SCREW,
1 EVERY 12" O.C.

#12-14, PHILLIPS PAN HEAD
SELF DRILLING SCREW,
1 EVERY 12" O.C. WHERE
DECK OVERLAPS
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WINDOW SIDE JAMB DETAIL

WINDOW SILL & JAMB DETAIL

WINDOW SILL & JAMB
FITS OVER THE WALL PANELS

WINDOW SIDE JAMBS
FIT INTO THE BINDER POSTS ELECTRICAL DEVICE DETAIL

EXTERIOR SIDE
OF BUILDING

INTERIOR SIDE
OF BUILDING

INTERIOR SIDE
OF BUILDING

EXTERIOR SIDE
OF BUILDING

INTERIOR SIDE
OF BUILDING

EXTERIOR SIDE
OF BUILDING

2"x4"x1-1#2" DEEP, HANDY BOX,
INSTALL BOX USING (1) #12-14,
PHILLIPS PAN HEAD
SELF DRILLING SCREW 

SNAP-IN COVER IS TO BE
FIELD CUT AT AN ELETRICAL DEVICE.

UTILIZE THE ELECTRICAL DEVICE
COVER PLATE TO COVER THE

CUT EDGES.


